PRODUKTDATABLAD
LED Superstar Classic B 25 DIM 2.8W 827
Frosted E14

LED Retrofit CLASSIC B DIM | Deempbare LED-lyskilder, klassisk mini-kerte form

Anvendelsesomrader

Perfekt til dekorative formal
— Dekorative applikationer

Generel belysning
— Udenders brug udelukkende i egnede armaturer

Produktfordele

Lyskilder med LED-filament

— Lavere energiforbrug end glede- eller halogenpzrer
— Qjeblikkeligt 100% lys, ingen opvarmningstid

— Nem at montere i stedet for traditionelle lyskilder

— Design, mél og lysstrem som gledepzrer

Produktegenskaber

— LED-lyskilder til 230V
— Dampbar (med mange almindelige dempere, se ogsé www.ledvance.dk/dim)"



http://www.ledvance.dk/dim

Spredningsvinkel: op til 300°

Levetid: op til 15.000 timer

Lyskilde i glas

God lyskvalitet; farvegengivelsesindeks R,: > 80; konstant kromaticitet
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TEKNISKE DATA

ELEKTRISKE DATA

Nominel wattforbrug 2,8 W
Wattforbrug 2.80 W
Nominel spending 220...240 V
Drifttilstand 230V
Tilsvarende lampe effekt 25W
Nominel stremstyrke 13 mA

Type strom Alternativ strem (AC)
Startstrom 0,08 A
Driftsfrekvens 50/60 Hz
Forsynings frekvens 50/60 Hz
Maks antal lyskilder pa gruppea 10 A (B) 200
Max. antal lyskilder pé sikringen 16 A (B) 350
Cos Phi (effektfaktor) > 0,50
Fotometriske data
Lumen 250 Im
Nominel effektiv lysstrem 90° 250 Im
Belysningseftektivitet 89 Im/W
Lumenstrem ved gennemsnitlig lev 0.70
Farvetemperaturer Varm hvid
Farvetemperatur 2700 K
Farvegengivelsesindex >80
Lysfarve 827
Standard afvigelse af farvetemperaturen <6 sdem
Lysstrem vedlig.hold-faktor 6,000 0.80
Flimmerveerdi (Pst LM) 1.0
Maleveerdi for stroboskopiske effekter (SVM) 0.4
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EPREL data spectral diagram PROF
LEDr 2700K

Lystekniske data

Udstralingsvinkel 300 °
Opvarmningstid (60 %) <0.50s
Opstarttid <05s

DIMENSIONER & VAGT

45

[o0]

N~
Total laengde 97.00 mm
Diameter 35,00 mm
Maksimum diameter 35 mm
Produktvaegt 13,00 g

TEMPERATURER OG DRIFTSBETINGELSER

Omgivelsestemperatur -20...+40 °C
Max. tilladt temp. pd TC punkt 75 °C

Levetid
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Levetid L70/B50 @ 25 °C 15000 h
Antal teend/sluk 100000
Lumenvedligeholdelse ved endt le 0.70
Lyskilde levetidsfaktor 6,000 t >0.90
YDERLIGERE PRODUKTDATA
Sokkel (standard betegnelse) El4
Kvikselvindhold 0.0 mg
Kvikselvfri Ja
Design/version Mat
Alle tekniske parametre galder for hele lampens / Pa grund af den
komplekse produktionsproces for lysdioder, de typiske vardier vises for
tekniske LED-parametre er rent statistiske vardier, som ikke nedvendigvis
svarer til det faktiske tekniske parametre for det enkelte produkt, der kan
. variere fra den typiske vaerdi / LED-lyskilder indeholder flere elektroniske
Produkt bemzrkning . . . . .
komponenter. Under ugunstige forhold kan disse fore til akustisk stej. I
tilfelde af resonans kan selv lav stej blive herbar. Faktorer, der pavirker
dette, er: installationen, lampeholderens design og armatur (akustisk
resonanseffekt) samt deemperen eller transformeren (harmoniske eller
elektroniske resonanser)
EVNER
Dampbar Ja D
1] Tjek lysdemperkompatibilitet pa ledvance.com/compatibility
CERTIFIKATER & STANDARDER
Energiklasse FD
Energiforbrug 3.00 kWh/1000h
Beskyttelsestype 1P20
Standarder CE/EAC
Fotobiologisk sikkerhedsgruppe i EN62778 RGO

1] Energieffektivitetsklasse (EEC) pé en skala fra A (hejeste effektivitet) til G (laveste effektivitet)

Landspecifikke katagoriseringer

Ordrereference

LEDSCLB25D 2,8W

LOGISTISKE DATA

Temperatur ved opbevaring

-20...+80 °C

Energimarkning reguleringsdata i henhold til EU 2019/2015
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Anvendt lysteknologi LED
Indirekte eller direkte lys NDLS
Netspending/ikke direkte forbundet til netspendingen MLS
Sokkel pa lyskilden (eller anden elektrisk greenseflade) El4
Netveerkslyskilde (CLS) Nej
Lyskilde der kan farvejusteres Nej
Indpakning Nej
Lyskilde med hgjt lysudbytte Nej
Antirefleksskaerm Nej

Lignende farvetemperatur

SINGLE_VALUE

Standby-strem ow
Stremforbrug i netveerksstandby tilstand ow

Angivelse om tilsvarende strom Ja

Laengde 97,00 mm
Hojde (inkl. cylinderarmaturer) 35.00 mm
Bredde (inkl. runde armaturer) 35.00 mm
Kromacitetsfaktor x 0.458
Kromacitetsfaktor y 0.410

R9 farvegengivelsesindex >0
Spredningsvinkel (svarende til) SPHERE 360
Levetidsfaktor 0.90
Forskydningsfaktor 0,70

LED lyskilde der erstatter lysstofrer Nej

EPREL ID 1403364,523165
Modelnummer AC32331,AC24277

Sikkerhedsanvisninger

— Rer ikke ved lyskilden, hvis den er i stykker.
— Ma ikke bruges, hvis udvendig pare er defekt.

DOWNLOADS

Documenter og certifikater

Dokument navn

| PDF Declarations of conformity

LED CLA CLB CLP T26 CL GLOBE125
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Fotometriske- og lysdesign filer Dokument navn

El Spectral power distribution EPREL data spectral diagram PROF LEDr 2700K

LOGISTISKE DATA

Produktkode Pakningssterrelse (antal/enhed) Dimensioner (lzengde x bredde x hgjde) Bruttovagt Volumen
Folding box

4058075437005 1 36 mm x 49 mm x 145 mm 25.00 g 0.26 dm?
Shipping box

4058075437012 10 201 mmx 111 mm x 120 mm 323.00 g 2.68 dm?
Shipping box

4058075611108 6 129 mm x 111 mm x 120 mm 205.00 g 1.72 dm?

Den navnte produktkode beskriver mindste ordremangde, der kan bestilles. En leveringsenhed kan indholde et eller flere enkelte produkter. Ved ordreafgivelse
bestiller man én eller flere leveringsenheder.

ANSVARSFRASKRIVELSE

Ret til @ndringer uden varsel. Fejl og undladelser undtaget. Serg altid for at bruge den seneste udgivelse.

Server Error 403: Unauthorised access after multiple incorrect entries

You have repeatedly tried to access a password protected page. Please check your admission details and try again in a moment.

To reach the homepage, please click here.

HELPFUL CONTENTS


https://www.ledvance.dk/media/resource/original/asset-13036956
https://www.ledvance.dk/media/resource/original/asset-13036956
https://www.ledvance.dk/
https://www.ledvance.dk/
https://www.ledvance.com/professional/services/downloads
https://www.ledvance.com/professional/services/guarantee
https://www.ledvance.com/professional/company/newsroom
https://www.ledvance.com/professional/services
https://www.ledvance.com/professional/services/led-lamps-compatibility
https://www.ledvance.com/professional/services/myledvance
https://www.ledvance.com/professional/company/career
https://www.ledvance.com/professional/products/product-stories/human-centric-lighting
https://www.ledvance.com/professional/products/product-stories/led-strip-system
https://www.ledvance.com//professional/products/product-stories/led-luminaires-online-special
https://www.ledvance.com//professional/fascination-light
https://www.linkedin.com/company/ledvance/
https://www.facebook.com/ledvance
https://www.instagram.com/ledvance/
https://www.youtube.com/channel/UCXTpHBahMxxjotSYNXkL6aw
https://www.ledvance.com//professional/products/product-stories/led-strip-system
https://www.ledvance.com//professional/company/about-ledvance/legal-notice
https://www.ledvance.com//professional/company/about-ledvance/terms-of-use
https://www.ledvance.com//professional/company/about-ledvance/privacy-policy
https://www.ledvance.com//professional/company/about-ledvance/cookie-policy
https://www.ledvance.com//professional/company/about-ledvance/global-websites
https://www.ledvance.com//professional/company/about-ledvance/contact
https://www.ledvance.dk/
https://www.ledvance.dk/
https://www.ledvance.com/professional/services/downloads
https://www.ledvance.com/professional/services/guarantee
https://www.ledvance.com/professional/company/newsroom
https://www.ledvance.com/professional/services
https://www.ledvance.com/professional/services/led-lamps-compatibility
https://www.ledvance.com/professional/services/myledvance
https://www.ledvance.com/professional/company/career
https://www.ledvance.com/professional/products/product-stories/human-centric-lighting
https://www.ledvance.com/professional/products/product-stories/led-strip-system
https://www.ledvance.com//professional/products/product-stories/led-luminaires-online-special
https://www.ledvance.com//professional/fascination-light
https://www.linkedin.com/company/ledvance/
https://www.facebook.com/ledvance
https://www.instagram.com/ledvance/
https://www.youtube.com/channel/UCXTpHBahMxxjotSYNXkL6aw
https://www.ledvance.com//professional/products/product-stories/led-strip-system
https://www.ledvance.com//professional/company/about-ledvance/legal-notice
https://www.ledvance.com//professional/company/about-ledvance/terms-of-use
https://www.ledvance.com//professional/company/about-ledvance/privacy-policy
https://www.ledvance.com//professional/company/about-ledvance/cookie-policy
https://www.ledvance.com//professional/company/about-ledvance/global-websites
https://www.ledvance.com//professional/company/about-ledvance/contact

	PRODUKTDATABLAD  LED Superstar Classic B 25 DIM 2.8W 827 Frosted E14
	LED Retrofit CLASSIC B DIM | Dæmpbare LED-lyskilder, klassisk mini-kerte form
	Anvendelsesområder
	Produktfordele
	Produktegenskaber
	TEKNISKE DATA
	ELEKTRISKE DATA
	Fotometriske data
	Lystekniske data
	DIMENSIONER & VÆGT
	TEMPERATURER OG DRIFTSBETINGELSER
	Levetid
	YDERLIGERE PRODUKTDATA
	EVNER
	CERTIFIKATER & STANDARDER
	Landspecifikke katagoriseringer
	LOGISTISKE DATA
	Energimærkning reguleringsdata i henhold til EU 2019/2015

	Sikkerhedsanvisninger
	DOWNLOADS
	LOGISTISKE DATA
	ANSVARSFRASKRIVELSE



